EXTENDED RANGE

M1 Series

Fixing: Male Threaded Stud

Head: Small - B15 Square Head, 15 x 15mm
Materials: Carbon Steel BZP or 316 Stainless Steel

Fixing: Male Threaded Stud
Head: Small - B19 Round Head, @ 19mm
Materials: Carbon Steel BZP

Carbon Steel Thread Size x Length

Carbon Steel Thread Size x Length 316 Stainless Steel Thread Size x Length

M1/B15-M4x12 M4 x 12-mm SM1/B15-M4X8 M4 x 8mm

M1/B15-M4x16 M4 x 16-mm SM1/B15-M4x12 M4 x 12mm z
M1/B15-M4x30 M4 x 30-mm SM1/B15-M4x16 M4 x 16mm z
M1/B15-M5x12 M5 x 12-mm SM1/B15-M4x25 M4 x 25mm — | —
M1i/B15-M5x16 M5 x 16-mm SM1/B15-Msx12 M5 x 12mm _ ;?‘
M1/B15-M5x20 M5 x 20-mm SM1/B15-M5x16 M5 x 16mm

M1i/Bi5-M5x25 M5 x 25-mm SM1/B15-M5x25 M5 x 25mm

M1/B15-M5x30 M5 x 30-mm SM1/B15-M6x16 M6 x 16mm

Mz1/B15-M6x12 M6 x 12-mm SM1/B15-M6x25 M6 x 25mm

M1/B15-M6x16 M6 x 16-mm

M1/B15-M6x20 M6 x 20-mm

M1/B15-M6X25 M6 x 25-mm

M1/B15-M6X60 M6 x 60-mm

M1 Series

Fixing: Male Threaded Stud
Head: Small - B20 Round Head, @ 20mm
Materials: Carbon Steel BZP

Carbon Steel

Thread Size x Length

316 Stainless Steel

Thread Size x Length

M1/B20-M5x16 M5 x 16mm SM1/B20-M6x40 M6 x 4omm
M1/B20-M6x20 M6 x 20mm SM1/B20-M8x25 M8 x 25mm
M1/B20-M8x25 M8 x 25mm

M1/B19-M4X12 M4 x 12mm =
M1/B19-M5X12 M5 x 12mm |
M1/B19-M5X25 M5 x 25mm g =
M1/B19-M8X12 M8 X 12mm . *
M1/B19-M8X15 M8 x 15mm

M1 Series

M1 Series
Fixing: Male Threaded Stud

Head: Small - B23 Round Head, @ 23mm
Materials: Carbon Steel BZP or 316 Stainless Steel

Carbon Steel

Thread Size x Length

316 Stainless Steel

Thread Size x Length

M1/B23-M4x16 M4 x 16mm SM1/B23-M4x20 M4 x 20mm
M1/B23-M4x20 M4 x 20mm SM1/B23-M5x12 M5 x 12mm
M1/B23-M4x25 M4 x 25mm SM1/B23-M5x16 M5 x 16mm
M1/B23-Msx12 M5 x 12mm SM1/B23-M6x12 M6 x 12mm
M1/B23-M5x16 M5 x 16mm SM1/B23-M6x16 M6 x 16mm
M1/B23-M5x20 M5 x 20mm SM1/B23-M6x25 M6 x 25mm
M1/B23-M5x25 M5 x 25mm SM1/B23-M8x25 M8 x 25mm
M1/B23-M5x30 M5 x 3omm SM1/B23-M8x30 M8 x 3omm
M1/B23-M6x12 M6 x 12mm SM1/B23-M10x30 Mi10 x 30mm
M1/B23-M6x16 M6 x 16mm

M1/B23-M6x20 M6 x 20mm

M1/B23-M6x25 M6 x 25mm

M1/B23-M6x30 M6 x 30mm

M1/B23-M6x40 M6 x 4omm

M1/B23-M6x50 M6 x 50mm

M1/B23-M8x15 M8 x 15mm

M1/B23-M8x30 M8 x 3omm

M1/B23-M8X35 M8 x 35mm

M1/B23-M8x60 M8 x 60mm

M1/B23-M10x40

M10 x 40mm

M1 Series
Fixing: Male Threaded Stud

Head: Medium - B30 Round Head, @ 3omm
Materials: Carbon Steel BZP or 316 Stainless Steel

Carbon Steel

M1/B30-M8x20

Thread Size x Length
M8 x 20mm

316 Stain
SM1/B30-M8x25

Thread Size x Length
M8 x 25mm

[M1/B30-M1ox40

M10 x 40mm

|SM1/B30-M10x50

| M10 X 50mm
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M1 Series

Fixing: Male Threaded Stud

Head: Medium - B32 Square Head, 32 x 32mm
Materials: 316 Stainless Steel

eel
SM1/B32-Msx12

Thread Size x Length
M5 x 12-mm

SM1/B32-M5x20 M5 X 20-mm
SM1/B32-M5x30 M5 x 30-mm
SM1/B32-M5x40 M5 X 40-mm

SM1/B32-M6x12

M6 x 12-mm

SM1/B32-M6x20

M6 x 20-mm

SM1/B32-M6x25 M6 x 25-mm
SM1/B32-M6x30 M6 x 30-mm
SM1/B32-M6X35 M6 x 35-mm
SM1/B32-M6x40 M6 x 40-mm
SM1/B32-M6x50 M6 x 50-mm
SM1/B32-M6x75 M6 X 75-mm

SM1/B32-M6x100

M6 x 100-mm

SM1/B32-M8x20

M8 x 20-mm

SM1/B32-M8x25 M8 x 25-mm
SM1/B32-M8x30 M8 x 30-mm
SM1/B32-M8x40 M8 x 40-mm
SM1/B32-M8x50 M8 x 50-mm
SM1/B32-M8x75 M8 x 75-mm

SM1/B32-M8x100

M8 x 100-mm

SM1/B32-M10x30

M10 x 30-mm

SM1/B32-M10x40

M10 X 40-mm

SM1/B32-M10x50

M10 x 50-mm

SM1/B32-M10x75

Mio x 75-mm

SM1/B32-M10x100

M10 X 100-mm

M1 Series

Fixing: Male Threaded Stud

Head: Large - B38 Round Head, @ 38mm
Materials: Carbon Steel BZP or 316 Stainless Steel

Carbon Steel

Thread Size x Length

316 Stain Steel

Thread Size x Length

M1/B38-M4x25 M4 x 25-mm SM1/B38-M6x30 M6 x 3omm
M1/B38-Msx12 M5 x 12-mm SM1/B38-M6x40 M6 x gomm
M1/B38-M5x20 M5 x 20-mm SM1/B38-M8x30 M8 x 3omm
M1/B38-M5x40 M5 x 40-mm SM1/B38-M8x50 M8 x somm
M1/B38-M6x16 M6 x 16-mm SM1/B38-M8x75 M8 x 75mm
M1/B38-M6x20 M6 x 20-mm SM1/B38-M10X16 M10 x 16mm
M1/B38-M6x25 M6 x 25-mm SM1/B38-M10x40 Mi10 x 40mm
M1/B38-M6x30 M6 x 30-mm

M1/B38-M6X35 M6 x 35-mm

M1/B38-M6x40 M6 x 40-mm

M1/B38-M6x60 M6 x 60-mm

M1/B38-M6x75 M6 x 75-mm

M1/B38-M6x100 M6 X 100-mm

M1/B38-M8x15 M8 x 15-mm

M1/B38-M8x20 M8 x 20-mm

M1/B38-M8x25 M8 x 25-mm

M1/B38-M8x30 M8 x 30-mm

M1/B38-M8x40 M8 x 40-mm

M1/B38-M8x50 M8 x 50-mm

M1/B38-M8x60 M8 x 60-mm

M1/B38-M10x20 M10 x 20-mm

M1/B38-M10x25 M10 x 25-mm

M1/B38-M10x40 M10 X 40-mm

M1 Series

Fixing: Male Threaded Stud

Head: Large - B50 Round Head, @ 5o0mm
Materials: Carbon Steel BZP or 316 Stainless Steel

Carbon Steel
M1/B50-M6x12

Thread Size x Length
M6 x 12-mm

316 Stainless Steel
SM1/B50-M8x50

Thread Size x Length
M8 x 50--mm

| M8 X 20-mm

|[M1/Bs0-M8x20

M1 Series

Fixing: Male Threaded Stud

Head: Large - B58 Square Head, 58 x 58mm
Materials: 316 Stainless Steel

316 Stainless Steel
SM1/B58-M6x100

Thread Size x Length
M6 x 100mm

|SM1/B58-M10x100 |

M10 X 100-mm__|
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M1 Series

Fixing: Male Threaded Stud

Head: Medium - T38 Rectangle Head, 38 x 15mm

Materials: Carbon Steel BZP or 316 Stainless Steel

Carbon Steel Thread Size x Length 316 Stain eel Thread Size x Length
M1/T38-M4x16 M4 x 16mm SM1/T38-M4x12 M4 x 12mm
M1/T38-M4x20 M4 x 20mm SM1/T38-M5x12 M5 x 12mm
M1/T38-M4x25 M4 x 25mm SM1/T38-M5x16 M5 x 16mm
M1/T38-M5x16 M5 x 16mm SM1/T38-M5x25 M5 x 25mm
M1/T38-M5x20 M5 x 20mm SM1/T38-M6x16 M6 x 16mm
M1/T38-M5x25 M5 x 25mm SM1/T38-M6x25 M6 x 25mm
M1/T38-M6x12 M6 x 12mm SM1/T38-M6x30 M6 x 3omm
M1/T38-M6x16 M6 x 16mm SM1/T38-M6x40 M6 x 40mm
M1/T38-M6X20 M6 x 20mm SM1/T38-M6x50 M6 x 50mm
M1/T38-M6x25 M6 x 25mm SM1/T38-M8x30 M8 x 30mm
M1/T38-M6Xx30 M6 x 3omm SM1/T38-M8x40 M8 x 4omm
M1/T38-M6x40 M6 x 40mm SM1/T38-M8x50 M8 x 50mm
M1/T38-M6X50 M6 x 5o0mm SM1/T38-M10x50 M10 x 50mm
M1/T38-M6x60 M6 x 60mm

M1/T38-M6x75 M6 x 75-mm

M1/T38-M6x100 M6 X 100-mm

M1/T38-M8x20 M8 x 20mm

M1/T38-M8x30 M8 x 30mm

M1/T38-M8x40 M8 x 40mm

M1/T38-M8x50 M8 x 50mm

M1/T38-M10x25 M10 x 25mm

M1/T38-M10x30 M10 x 30mm

M1/T38-M10x50 M10 x 50mm

M1 Series

Fixing: Male Threaded Stud

Head: Medium - T40 Rectangle Head, 40 x 1omm

Materials: Carbon Steel BZP

Carbon Steel Thread Size x Length 3
M1/T40-M5X20 M5 x 20mm :
M1/T40-M5X25 M5 x 25mm

M1/T40-M6X30 M6 x 3o0mm I
M1/T40-M8X25 M8 x 25mm

M4 SERIES - MALE UNTHREADED STUDS

M4 Series

Fixing: Male Unthreaded Stud

Head: Small - B15 Square Head, 15 x 15mm
Materials: Carbon Steel BZP or 316 Stainless Steel

Carbon Steel Thread Size x Length

316 Stainless Steel

Thread Size x Length

Fixing: Male Unthreaded Stud
Head: Small - B23 Round Head, @ 23mm
Materials: Carbon Steel BZP

M4/B15-4.75x12 4.75mm x 12mm SM4/B15-4.75x12 4.75mm x 12mm
[M4/B15-4.75x18 [ 475mmx 18mm
M4 Series

Carbon Steel Thread Size x Length

M4/B23-4.75x12 4.75mm x 12mm :
[Ma/B234.75x20 4.75mm x 20mm .
[M4/B23-4.75x25 4.75mm x 25mm

M4 Series

Fixing: Male Unthreaded Stud
Head: Large - B38 Round Head, @ 38mm
Materials: Carbon Steel BZP or 316 Stainless Steel

Fixing: Male Unthreaded Stud
Head: Medium - T38 Rectangle Head, 38 x 15mm
Materials: Carbon Steel BZP

Carbon Steel Thread Size x Length
M4/T38-4.75x25 4.75mm x 25mm
M4/T38-4.75x50 [ 4.75mm x 50mm

Carbon Steel Thread Size x Length 316 Stainless Steel Thread Size x Length = *‘ =
M4/B38-4.75x25 4.75mm x 25mm SM4/B38-3X50 3mm x 50mm o~
M4/B38-4.75x40 [ 4.75mm x 40mm

M4 Series
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